
1

MPK10.2

Technical Data

[m] [kg]|

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V
MPK 10.2



MPK10.2

2

2080

1190 1500

1500

1510

185 185

955

585 2280

880

530

840

1145

2280

OVERALL DIMENSIONS

OUTDOOR WHEELS

TWIN WHEELS

[mm]

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



3

OUTRIGGERS 

BOOM SWING

820 820

2600

700 700

9°

9°

R 2380

[mm]

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

4

AC
CE

SS
OR

IES  JIB kg

JVM MANIPULATOR kg

EN
GI

NE

ELECTRIC

V

kW

W
EI

GH
TS

CRANE kg

COUNTERWEIGHT kg

TOTAL kg

OVERALL INFORMATIONS

DESCRIPTION U.M VALUE

CR
AN

E 
IN

FO

OVERALL DIMENSIONS

BOOM

SLEWING
°

LIFTING
°

MAX CAPACITY kg

REAR WHEEL MAX LOAD

kg
FRONT WHEEL MAX LOAD

TRAVEL SPEED

GRADEABILITY °

WORKING TEMPERATURE

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



5

MAIN BOOM

-21°

58°

0 1 2 m
0

1

2

3

4

5

990kg 510kg 420kg750kg870kg

Smax= 1,6 m

Hmax= 4,4 m

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

6

JIB MPK10

-21°

58°

0 1 2 m
0

1

2

3

4

5

6

990kg 400kg 280kg520kg770kg

Hmax= 5,2 m

Smax= 2,55 m

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



7

-21°

58°

0 1 2 3 m
0

1

2

3

4

5

6

990kg 290kg 170kg 150kg

Hmax= 5,2 m

Smax= 2,55 m

H= 3,4 m

400kg680kg

JVM10.2

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

8

-21°

58°

0 1 2 3 m
0

1

2

3

4

5

6

330kg 230kg 210kg

Hmax= 5,0 m

Smax= 2,65 m

600kg 400kg

JVM10.2

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



9

735

230

760

150

+15°

0°

-60°

-30°

990 kg

JIB MPK10
ACCESSORIES FEATURES

JIB kg

[mm]

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

JVM10.2

[mm]

2080

Ø400

990 kg

11
90

2080

86
0

1690

675

Ø400 Ø290

200 kg 100 kg

89
0

OPTIONAL kg

JVM kg

ACCESSORIES

kg

kg

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



11
[mm]

JVM10.2

1985

1735

97
5

1830

1085

43
5

88
5

240 kg

720

60 kg

JVM kg

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

12

JVM10.2

600 kg

1840

785

74
0

640

JVM kg

[mm]

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



13

-96 °

+47 °

0 °

0 °

-90 °

-40 °

+40 °

JVM10.2

CONFIGURATION 2

\1 ANGLE

CO
N
FI
G
U
RA

TI
O
N  

CONFIGURATION 1

SWING

TILT

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V



MPK10.2

14

SYMBOLS

REMARKS REFERRING TO LOAD CHART

MPK06V
MPK06.2V

Technical Data
Specification & Capacities

EN 13000 [m] [kg]16.11.2021 | Rev.5

atmlevage@groupeatm.com 06 03 00 44 76www.atmlevage.com

MPK06V
MPK06.2V


